
NOVA
OUTDOOR

CREATIVE CUSTOMIZED LED DISPLAY

NOVA無邊框燈條LED數位看板NOVA無邊框燈條LED數位看板



• 無邊框

• EMC線路設計

• 電源與訊號控制一體設計

• 壓鑄鋁控制盒，可快速拆卸安裝

• 室內型、戶外型，戶外防水防塵設計達IP65等級

• 滿足租賃與固定安裝使用，配合機械結構設計，拼接組裝形式靈活百變

產品特點

應用領域

NOVA RS燈條屏系列採用無邊框設計，

能夠實現無縫拼接，如高低錯落組合、

各類垂直水平連接組合，可完整地顯示

整合影像畫面

• 高亮度

• 環保材料

• 高效供電

• IP65防水防塵

• 國際安規認證

• 演藝娛樂展演，如演唱會、夜店、PUB、KTV等場合

• 展覽行銷活動，如攤位陳設、藝術佈展、互動體驗場域等

• 品牌形象展示，如企業大廳、展銷中心、商場購物中心情境佈置等
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產品外觀

產品尺寸

安裝與維護

• 支援固定安裝、吊掛快速安裝等方式

• 產品採用全前維護模塊化設計，生產工藝簡單快結，維護方便

• 燈條進出連接線採用電源與訊號一體線對接航空頭，有利於燈條間快速安裝，外型簡潔，減少對插件的故障率

電源線

訊號線
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因配置環境與使用需求不同，參數或有變化，最終解釋權由諾亞媒體股份有限公司所有。

產品規格與技術參數
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RS-50

SMD 3 in 1 1921

5

40000

480*50

96*10

constant，daynamic 1/10 scan

960*50*60

0.048

192*10

2*1

1.8kg

aluminum（diecasting+section）

IP65/54

3/8P cable connector

AC100-240,50-60Hz

≤40W

15W

3000-9600 adjustable

4000-5500 adjustable

Δ(Cx,Cy)≤0.003`

3000:1

120

yes

≤3%

≥14

≥1920

-10~+45

-20~+60

10-90%

10-95%

≥80000

  Installation optional

store environment humid. (RH)

life time (H)

1.truss buckle 2.fix installation connector

  Module

  Cabinet

  Electricity parameters

  Optical parameter

  Processing capability

  Working condition

pixel center offset rate

greyscale (bit)

refresh rate (Hz)

working environment temp.（℃）

store environment temp.（℃）

working environment humid. (RH)

color temp.(K)

white balance brightness (Nits)

display homogeneity

contrast (white balance)

viewing angle

calibration

cabinet material

IP grade

power supply,signal structure type

input

maximum power consumption

average power consumption

LED drive mode

cabinet size (W)*(H) (mm)

display area (m
2
)

cabinet resolution (W)*(H) (dot)

module array (W)*(H)

cabinet weight (Kg)

Specification

Pixel specification

pitch(mm)

module density (dot/m
2
)

module size (W)*(H) (mm)

module resolution (W)*(H) (dot)


